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SimVac

Model : SimVac750

Model : SimVac1500

Stationry Central Vacuum unit up to 4 suction in the same time.Easy and wide usefully for dusty factory.Simatek 
Mobile Vacuum type are design for movable around factory and cleaning or Handling raw-material and flexible to 
applies

Mobile Vacuum unit are designed for custom requirement suitable for cleaning factory in large area and movable to 
difference place, such as, Silos / Tunnel / Roof / Machine House and available for connect to Stationary vacuum 
pipe-line in your factory.
Otherwise, this Mobile possibility to use for Pneumatic conveyor applications.

*** Standard Specification For Model SimVac1500

BENEFICIALLY :
• Any size of requirements.
• Easy operation
• Low maintenance
• Movable
• Less laborer

Standard Specification Options

Vacuum Capacity 1,200 M3/Hr. (Solid Dry Vacuum)

1,740 M3/Hr.  (Solid  Dry Vacuum) ***

Vacuum Pressure 35,000 Pa. / 30,000  Pa ***

Drive Motor 15 Kw. / 30 kW. ***

Voltage 380 V.AC./3Ph./50Hz. Other Voltage Can Be 

Specify

No.of Suction and 

Diameter of Hose

2 x 40 mm. Suction simultaneity or

1 x 75 mm. by convey material purpose

-----------------------------------------------------

4 x 50 mm. Suction simultaneity or

1 x 100 mm. by convey material purpose ***

Customer Design

Unloading Dust Screw conveyor with gear motor 0.75 kW.

Separately Material External Cyclone + Dust Bin

Truck 1.5 Tons with 4 wheel

3.0 Tons with 4 wheel ***

Customer supply

Cleaning Filter Element Self cleaning system by Pulse Jet Sys. Air Cons. 30-100 NL/

Mon.

Air Comp. included

Dust Tank capacity 1.00 Cubic Meter (Estimate)

Dimension of Package 1700 x 4500 x 2500 mm. Included Trailer

Weight of Machine 1,500 KG. Est. / 1,800 KG. Est. *** Included Trailer

Standard Paint Blue RAL 5015 Can be specify

Sound level 

1 m. from Machine 

80-94 dB A Silencing Cabinet


